"Okina

L'éclairage éco-citoyen
Eco-friendly lighting

Résolument écologique et robuste,
ce luminaire signe des performances
convaincantes.

Selonl’'embasechoisie (hauteoubasse),sa
ligne se fait légérement plus élancée
ou compacte. Econome en énergie, il
confére également I|'avantage d’une
pollution lumineuse limitée. Avec une
maintenance plus facile (sans outils), le
modeéle Okina est une parfaite alternative
aux boules diffusantes.

Un investissement tres adapté aux
exigences éco-citoyennes d’aujourd’hui.

Unashamedly robust and eco-friendly, Okina can be relied on to
produce convincing levels of performance.

Depending on the base selected (high or low), its allure becomes
slightly more slender or compact. A real energy saver, it also offers
the advantage of limited light pollution. With easy (tool-free)
maintenance, the Okina model is the perfect alternative to diffusion
bowls.

An investment that meets today’s demands for eco-citizenship.
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@ Points forts

- Economies d’énergie

- Economiquement intéressant

- Particulierement adapté pour le remplacement
de boules diffusantes

- Disponible en version transparente
avec paralume

« Accessibilité (lampe et appareillage
démontable sans outils)

Caractéristiques techniques
Matiére
Embase : PCinjecté
Paralume : Acier inoxydable
Protection : ME (sur demande PC) rotomoulé
Forme Protection
Standard : Conique
Finition Protection
Standard : Blanc diffusant
Option : Transparente
Optique
Type : Reflecteur plat
Option : paralume
Puissance Maximum
SHP/IM : 100 W
Fixation
En top : @60 (épaisseur du mat maxi: 5 mm)
Profondeur d'emmanchement : 80 mm
Couleur standard
Embase : gris anthracite
Dome : gris anthracite ou noir laqué
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@& Highlights
« Energy savings
« Cost effective
« Ideal to replace diffusing globes
« Available in transparent version with louvers
« Easy access (tool-free dismantling of lamp and controlgear)

Technical characteristics

Materials

Base: injected PC

Louver: stainless steel

Protection: ME (PC on request) spin-moulded
Protection Shape

Standard: Conical

Protection Finish

Standard: Diffused white

Optional: Transparent

Optical

Kind: Flat reflector

Optional: louver

Maximum Power

HPS/MH: 100 W

Mounting

Top mounted: @60 (max. thickness of the pole: 5 mm)
Depth of insertion: 80 mm

Color Standard

Base: anthracite grey

Canopy: anthracite grey or glossy black

0 Acces lampe et appareillage sans outils
Tool-free lamp and controlgear access

€) Paralume inox limitant

I"éblouissement
Stainless steel glare reducing
lampshade

Haut de vasque opaque limitant
la pollution lumineuse

Opaque upper bowl to limit

light pollution
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s Classe électrique

let2

- Electric class

Tand2

Okina Okina
embase basse embase haute

Poids (kg)/Weight 2,8 2,8
SCX (m?)/CXS 0,08 0,08

Indice de protection
Protection index

Bloc optique IP 65 IP 65
Optical unit

Logement électrique IP 65 IP 65
Electrical Housing

Energie de choc IK 06 IK 06
Shock resistance

Dimensions (mm) D H D H
Size 400 510 400 610

Options

Event IP 68

IK 10 sur demande e

IP 68 vent i {_‘

IK 10 on request b dlpmrveme =g
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Okina

Propositions d’ensembles
Suggestions for ensembles
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Epicéa BRACKET
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CONSOLE Orizale
Orizale BRACKET

Okina

Propositions d’ensembles
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Suggestions for ensembles

CONSOLE Solia
Solia BRACKET
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